
 
 

Intake Air Distribution and Filtering  

Intake Air Distribution  

 
 

 
The 2.7 Liter Diesel air intake and distribution system comprises: 
 

Wing mounted intake duct  
A filter minder sensor  
Camshaft cover mounted intake manifolds (x2)  
Charge air cooler  
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Item Part Number Description 
1  Air filter box
2  Air intake duct
3  Air intake manifolds
4  Camshaft cover
5  Turbo charger
6  Air filter to turbo pipe
7  Turbo to charge air cooler pipe
8  Charge air cooler
9  Charge air cooler to intake manifold pipe
10  Filter minder (optional fit for dusty climates)
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dinga
Sticky Note
#1CHECK FROM THE MAF ALONG THIS PIPE

dinga
Sticky Note
#3CHECK THE PIPE AND JOINT SEAL HERE

dinga
Sticky Note
#2CHECK THE JOINT HERE BETWEEN THE PLENUM AND THE THROTTLE BODY IS SEALED AND THE CLIP IS HOLDING THE JOINT CORRECTLY

dinga
Sticky Note
#4CHECK THE TWO O RINGS HERE, ONE FOR EACH MANIFOLD.

dinga
Sticky Note
#6NS MANIFOLD FOR CRACK/LEAK

dinga
Sticky Note
#5OS MANIFOLD FOR CRACK/LEAK

dinga
Sticky Note
#7CHECK THE PIPE, RUBBER JOINT AND JUBILEE CLIPS HERE



Turbo charger  

Air is drawn in from the vehicle exterior via the wing mounted intake duct, along the inside of the wing to the air filter 
box intake. Once the air has passed through the air filter it is drawn along a duct to the turbo charger. From the turbo 
charger the air is forced through the charge air cooler up to the electric throttle assembly and then to the inlet 
manifold assembly. 
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Item Part Number Description 
1  - Port deactivation control valves (not used)
2  - Air intake manifolds
3  - Cylinder head covers
4  - Air intake ducts
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